




















Hall Driver IC

e I[ntegrates a high sensitivity Hall element and
driver IC into single package Phase A Phase B
e Single phase Full-wave / Two phase Half Veo
wave drives Voo OuUT1
e Supply voltage : 2.8 to 28V p— EM-300 [QUT2
® Maximum output current: 800mA, 1000mA TEST FG
® | ow acoustic noise Synchronizgd
® On chip lock protection circuits Vss output

® Tachometer or alarm output

B Products lineup

Parts Num. Application Supply voltage Maxirgb,lt[pe?]uijtput Low acoustic noise| Tachometer Alarm Note
EM-300 | 2ph Half wave | 3.5~15V 1000mA O voltangerse o
EM-301 | 2-ph, Half wave |  3.5~15V 1000mA @) voltang VeIt on
EM-357 T-ph, Full wave 2.8~15V 800mA O O
EM-358 1-ph, Full wave 2.8~15V 800mA O (@)

EM-365 T-ph, Full wave |  4.0~28V 800mA O O devainder s
EM-366 | 1ph Ful wave |  4.0~28V 800mA o o devainder s

Pre-Driver IC for PWM FAN

. RPM  Speed vs. PWM duty cycle
® High accurate PWM control Ma.
X,

® PWM curve correction (linear correction) RPM T
® Open loop control

® Single phase Ful-wave / Two phase Half wave drives
® Supply voltage : 3.5 to 15V

e Qutput current:50mA

® On chip lock protection circuits

Min.
e Package: 20pinTSSOP RPM PWM
) | duty
Mo, 50% 100%

Permanent Magnet (Reference)

The following three kinds of typical permanent magnet materials are used well by the combination with the magnetic sensor. The
magnet is selected from various viewpoints such as the size limitation, cost, an operating and storage temperature range etc.
Please contact to the magnet manufacturer for the detailed information and the selection guide of the magnet etc.

Magnet’ s material Residual magnetic flux (Br:mT) Temperature coefficient (%/°C) Cost
Ba-ferrite , Sr-ferrite 300~500 approx.-0.18% ©
Neodymium(Ne-Fe-B) 1100~1500 approx.-0.11% O

Samarium - Cobalt(Sm-Co) 1000~1200 approx.-0.03% A
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