HIROSE RM15TPD10S
SOCKET WITH SHROUD
FITTED

STANDARD LENGTH 5m

THIRD ANGLE PROJECTION

WIRING SCHEDULE

<table>
<thead>
<tr>
<th>CABLE COLOUR</th>
<th>PIN No.</th>
<th>FUNCTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>BLUE</td>
<td>1</td>
<td>X OUT</td>
</tr>
<tr>
<td>YELLOW</td>
<td>2</td>
<td>Y OUT</td>
</tr>
<tr>
<td>WHITE</td>
<td>3</td>
<td>Z OUT</td>
</tr>
<tr>
<td>GREEN</td>
<td>4</td>
<td>SIGNAL/POWER GND.</td>
</tr>
<tr>
<td>BROWN</td>
<td>5</td>
<td>SIGNAL/POWER GND.</td>
</tr>
<tr>
<td>RED</td>
<td>6</td>
<td>+12V SUPPLY</td>
</tr>
<tr>
<td>BLACK</td>
<td>7</td>
<td>-12V SUPPLY</td>
</tr>
<tr>
<td>8,9,10</td>
<td></td>
<td>N.C.</td>
</tr>
</tbody>
</table>

CABLE COLOUR PIN No. FUNCTION
BLUE A X OUT
YELLOW B Y OUT
WHITE C Z OUT
GREEN D SIGNAL/POWER GND.
BROWN F SIGNAL/POWER GND.
RED E +12V SUPPLY
BLACK G -12V SUPPLY

SENIOR MATE

MATING CONNECTOR
AMPHENOL SOCKET
62GB-16J10-7S
WITH SHROUD

WIRING SCHEDULE

BLUE PIN No. FUNCTION
A X OUT
D SIGNAL/POWER GND.
E +12V SUPPLY
G -12V SUPPLY

BARTINGTON
INSTRUMENTS

COPYRIGHT: THIS DRAWING AND THE INFORMATION CONTAINED THEREIN IS CONFIDENTIAL AND MUST NOT BE REPRODUCED, COPIED OR USED FOR ANY PURPOSE WHATSOEVER WITHOUT THE PRIOR PERMISSION OF BARTINGTON INSTRUMENTS LTD.

SEE ABOVE

PROJECT No.
OM1004