HC2 Helmholtz Coil

Bartington

HC2 Coil Connectors
Neutrik NL-4-MP

<table>
<thead>
<tr>
<th>Pin</th>
<th>Function</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>V+</td>
</tr>
<tr>
<td>1-</td>
<td>V-</td>
</tr>
<tr>
<td>2+</td>
<td>LINK</td>
</tr>
<tr>
<td>2-</td>
<td>LINK</td>
</tr>
</tbody>
</table>

VIEW SHOWING COIL BRACKET PROTRUDING INTO COIL APERTURE

HC2 TABLE (PLAN VIEW)

109 HOLES M8 x 1.25 THRU'
3 HOLES M12 x 1.75 THRU' (4 LOCATIONS)

70.0 TYP
35.0 TYP
R 20 TYP

HOLES USED FOR ASSEMBLY

R 150 TYP

DISTANCE TO TABLE FROM BASE

HC2 Outline Drawing

A

Pin Function

1+ V+
1- V-
2+ LINK
2- LINK

Neutrik NL-4-MP

2+ LINK
2- LINK

Hoist Function

1+ V+
1- V-
2+ LINK
2- LINK

Axial Orientation (Positive)

VIEW SHOWING COIL BRACKET PROTRUDING INTO COIL APERTURE

HC2 TABLE (PLAN VIEW)

109 HOLES M8 x 1.25 THRU'
3 HOLES M12 x 1.75 THRU' (4 LOCATIONS)

70.0 TYP
35.0 TYP
R 20 TYP

HOLES USED FOR ASSEMBLY

R 150 TYP

DISTANCE TO TABLE FROM BASE

HC2 Outline Drawing

A

Pin Function

1+ V+
1- V-
2+ LINK
2- LINK

Neutrik NL-4-MP

2+ LINK
2- LINK

Axial Orientation (Positive)